
DURABASE XPS BOARD 
No matter the quality, cost, or extravagance of a tile 
installation project, the integrity of the tile is only as 
good as its foundation. Many substrates 
encountered in new buildin�s and renovation 
projects are unsuitable for 1ile installation, especially 
in areas with high moisture. This can require 
comprehensive preparation and waterproofing 
measures. 
Dural Durabase XPS Board is a lightweight. 
waterproof and vapor-retardant backer board that 
consists of a blue extruded polystyrene rigid foam 
core. The rigid foam is reinforced with �lass fiber 
mesh (with alkali-resistant finish) on bo1h sides and 
coated with a polymer-modified cement. 
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Application 8 Function 
With its special properties. Dural Durabase XPS Board has a wide 
variety of applications includin� used as a carrier element for laying 
tiles, slabs and natural stone floor coverings using the thin-bed 
method, adhesive surface for applying plaster, tile adhesive and 
other materials, moisture protection, aesign element, composite 
sealin� with tile and slab coverings of load class A and B (directly 
loadea walls and floors in rooms in which tap or cleaning water is 
used very frequently or for long periods, walls and floors of indoor 
and outdoor pools that are filled with water with the properties of 
drinking water) 
Using Dural Durabase XPS Board to build walls over stud framing in 
wet areas is an efficient alternative to using gypsum board. 
While cement backer boards are moisture-resistant, they are not 
waterproof. Thus, additional measures must be taken to protect 
wall cavities from water and vapor penetration. 
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