
TILEABLE DRAIN COVER  
INSTALLATION INSTRUCTIONS

1. Prepare the Base
Follow the installation guidelines for either the shower pan system or the mud bed
system, depending on your project requirements.

2. Set the Drain Tray
Screw in the black drain tray turning down until you reach your desired height to
match your tile thickness.
(see illustration)

3. Install Surrounding Tile
Lay tile up to the perimeter of the drain tray, ensuring proper alignment and spacing.
The drain tray height and orientation cannot be adjusted once the tile is set up
against it on the shower floor. (see illustration)

tile tile drain tray 
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4. Trim Tile to Fit Holder 
Cut the tile to fit precisely within the tile holder, approximately 3.5” x 3.5”. 
(see illustration)  

 

 

 

 

 

 

 

 

5. Miter Edges 
Miter all four bottom edges of the tile at a 45 degree angle. This step improves 
drainage performance by enhancing water flow into the drain. Follow all standard 
safety procedures when cutting tile.  
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6. Adhere Tile to the Holder 
Secure the prepared tile onto the tileable holder using an appropriate urethane 
adhesive or modified/unmodified thin-set. Make sure to install the tile with full 
coverage while keeping adhesive out of the drainage areas. Allow sufficient curing 
time before use. 

 

 

 

 

 

 

 

 

 

7. Finish 
Check to make sure the drainage channels are open and free of debris. After 
sufficient curing time has passed, test the assembly with standard water flow to 
ensure proper drainage.  
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TILEABLE DRAIN

DC-TILEABLE-4

Tileable drain cover

Vertical drain

ABS (Acrylnitril-Butadien-Styrol)

minimum 2 cm  (0.79 in.)

ABS (Acrylnitril-Butadien-Styrol)

ABS holder height-adjustable 7-17 
mm (0.25 - 0.67 in.)

Tray Fleece Polypropylene, Polyolefin foam, Synthetic rubber adhesive

Color Yellow & Black

Storage Temperature 50°F to 104°F (10° to 40° C),

Tileable 89 mm x 89 mm (3.5" x 3.5")

Drain Tray ABS (Acrylnitril-Butadien-Styrol)

Meets and exceeds ASME A112.18.2-2015 CSA 
B125.2-15 for plumbing waste fittings




