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Reference Durabase Warpseal

Application Peel and stick waterproofing membrane for interior walls and floors

Dimensions Roll length: 5m - 10m - 30m  ± 2 %   

Roll width: 1000 mm  ± 2 %

Thickness: 0.8 mm  ± 0.5 %

Weight: 0.37 kg/m²

Material Polypropylene 
Polyolefin foam
Synthetic rubber adhesive

Installation temperature 50°F to 104°F (10° to 40° C), 

Storage temperature Do not store above 122°F (50°C) 

Vapor permeability (23°C – 50/90% r.h.) Sd = 10.7 m

Crack bridging  Gap opening of 5/32" (0.4mm)    

Seam strength - exceeds ANSI A118.10 4.2 Passed, 57lbf

Breaking strength - exceeds ANSI A118.10 4.3 Passed, > 170 PSI

Dimensional stability - exceeds ANSI A118.10 4.4 Passed   

Waterproof  - exceeds ANSI A118.10 4.5 Passed, No moisture penetration 

Illustrations

Please note: For technical reasons, tolerances in color effects of the materials and print are possible.
All information is based on the best of our knowledge and belief. No guarantee can be derived from this. We reserve the right to any technical changes if they are in the 
interest of progress or if they are production-related.

Roll size options: 

54sqft (5m2) 

108sqft (10m2)

323sqft (30m2) 

DURABASE WARPSEAL

Mold growth - exceeds ANSI A118.10 4.1 Passed, Membrane does not support mold growth

Color Yellow
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DURABASE Warpseal 
Additional Product Testing

Certified Impact Sound Reduction

∆Lw = 11 dB (per DIN EN ISO 717-2:2021-05)
Independently tested by Kiwa Soundlab Aachen, DURABASE WS Warpseal delivers a reliable 11 dB reduction in 
impact sound, making tiled floors noticeably quieter and more comfortable in everyday use.

Tested System Build-Up

• 7.5 mm ceramic tile
• Flexible tile adhesive applied with 8 mm notched trowel
• DURABASE WS Warpseal (self-adhesive; primer spray pre-applied)
• 14 cm solid concrete reference floor (322 kg/m²)
Testing performed according to the full suite of DIN EN ISO 10140 standards (Parts 1–5, 2021).

Performance Highlights

• Weighted impact sound reduction: 11 dB
• Strong high-frequency performance with up to 31 dB reduction at 4 kHz
• Ideal for acoustic comfort under rigid tile assemblies
• Measurement uncertainty: ±1.1 dB
• Tested in an ISO-accredited laboratory

Benefits for Architectural & Residential Applications

• Improves acoustic comfort in multi-family housing, renovations, and commercial spaces
• Enhances tile floor performance without altering installation methods
• Durable and stable under ceramic and porcelain tile surfaces
• Lightweight, self-adhesive, and quick to install

Why Choose DURABASE WS Warpseal?

• Reliable and verified sound reduction
• Tested to the latest acoustic standards
• Designed specifically for tile systems
• Backed by independent laboratory certification
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